
MAN ITOBA BU ILD ING CODE REQU IREMENTS FOR EAVE OVERHANG  

•  A l l overhangs mus t be a t l ea s t 450 mm ( 1 8 in . ) from proper t y l i n e - th i s canno t be 
var i ed as i t i s an MBC requ i remen t ; and   

•  I f  the overhang is l ess than 1 . 2 m (4 f t . )  fr om proper ty l i n e the eave MUST be 
pro tec ted (*see be l ow) . 

I t  shou l d be recogn ized tha t i f  a larger overhang i s des i red then the wa l l  of the s truc tu re 
may need to be se tback fur ther from the proper t y l i n e t o ach i eve code comp l i ance .  A c l ear 
separa t i on of 450 mm ( 1 8 in . ) fr om the proper ty l i n e t o the overhang mus t a lways be 
ma in ta ined as shown above .   

Fur thermore , where the roof soff i t  i s l ess than 1 . 2 m (4 f t . )  fr om the proper ty l i n e ,  the 
soff i t  i s requ i red to be pro tec ted . *Ven ted soff i t canno t  be used and the soff i t  mus t be 
pro tec ted w i t h one of the fo l l ow i ng :  

1 . m in imum .38 mm th ick s tee l sheet ; 

2 . unven ted a l um inum conform ing to CAN/CGSB – 93 . 2 m; 

3 . m in imum 12 .7 mm th ick gypsum soff i t board or ce i l i ng board ;  

4 . m in imum 1 1 mm p l ywood ; 

5 . m in imum 12 . 5 mm OSB or wafer board ; or 

6 . m in imum 1 1 mm th ick l umber . 
 

No te , the se tback s men t i oned above shou l d no t be conf used w i t h Zon ing By - l aw se tback 
requ i remen ts . 


